
VALOTERRA
FOR DISC COULTER SEEDERS

QDC-DXP®-D KITS

To ensure the best preservation of your seeds, 
the microgranules need to be well positioned 
around the whole depth of the seed using a 
QDC-DXP® diffuser.

For this purpose, it is necessary to equip 
the micro granulator drop with a diffuser 
and to proceed with the assembly according 
to the brand and the type of the coulter or 
disc planter. 

The kits for the QDC-DXP® diffusers installa-
tion together with their assembly instructions 
are available at your micro granule supplier. 

Please follow the installation guidelines to 
optimize your micro granule’s efficiency.

»   Application mode 
for single seed seeders
(Maize, Sunflower, Sorghum) 

It is important to carry out a fine seedbed 
preparation to ensure a uniform distribution 
of the microgranules over the entire seedbed 
section (see diagram below). The coarse 
preparations as well as a too deep seeding 
must be banned because they do not allow 
to realize an effective barrier of protection 
with your micro granulate around the seed. 
The optimum efficiency is achieved with a 
seeding depth of 4 cm.

In case of any doubts, please contact your 
distributor.
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 INSTALLATION OF THE DIFFUSOR QDC-DXP®  

VALOTERRA
MICROSMART WAY 3

This fitting, which adapts to the original tube, ensures that the 
diffuser shaft is correctly positioned and that the micro-gra-
nules are distributed evenly all around the seed

» Contents of     
the kit*

Assembly

 Raise the hopper assembly on the seeding 
unit to its highest position and remove the 
sensor cover - Photo 1

 Remove the downpipe - Photo 2  by uns-
crewing the bolt - Photo 3

 Set the depth control lever to position J9 
and retract the Pro wheel to the raised posi-
tion (marker 4) - Photo 4

 Fit the downpipe with the 25 mm diameter 
QDC-DXP® diffuser directly onto this bracket 
between the two discs.

Rotate the diffuser on the downpipe so that it 
is aligned with the axis of the seed - Photo 5

 Position the dispenser correctly so that 
the micro-granules are dispersed forwards- 
Photo 6

If the support wheel is present, adjust it so 
that there is no contact or friction.

 Return the hopper and sensor cover as-
sembly to its original position.

»»

This MICROSMART VOIE 3 system is best suited for applying in-
secticide microgranules, including when applying several types 
of microgranules simultaneously during sowing

To install the diffuser, you will need to order the kit VALOTERRA 
or diffusers only.

ASSEMBLY INSTRUCTIONS

*In the event of breakage, spare parts can be ordered from kits-sav.com, the supplier of the original kits.
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  INSTALLATION OF THE DIFFUSOR QDC-DXP®  

VALOTERRA
MICROSMART WAY 2

This fitting, which adapts to the original tube, ensures that the 
diffuser shaft is correctly positioned and that the micro-gra-
nules are distributed evenly all around the seed

» Contents of    
the kit*

Assembly instructions

 Remove the gauge wheel, scraper, opening 
disc and cell cover. Then unclip the chute - 
Photo 1

 Fit the QDC-DXP® spreader to the tube on 
the seed unit and position it correctly so that 
the micro-granules are spread rearwards 
and in line with the sowing direction - Photo 
2

 IMPORTANT: When reassembling, follow 
the instructions regarding the tightening 
torque for the disc and gauge wheel assem-
bly - Photo 3

 Return the hopper and sensor cover as-
sembly to its original position.

»»

This MICROSMART WAY 2 assembly can be used to install 
dispensers for insecticide microgranules if the other hopper 
linked to track 3 is already in use.

To install the diffuser, you will need to order the VALOTERRA kit 
or the diffusers on their own.

ASSEMBLY INSTRUCTIONS

*In the event of breakage, spare parts can be ordered from kits-sav.com, the supplier of the original kits.
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Quantity 1
Couple 250 N.m

Pas on the left

Quantity 1
Couple 250 N.m

Pas on the right

Quantity 2
Couple 160 N.m

Pas on the right

Left-hand groove-cutting disc

Straight-groove cutting disc

Gauge wheel
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